
Product TECHNICAL DATA SHEET

Manufactured by:
SPRAYWAY, INC.

2651 Warrenville Rd. Ste. 300 • Downers Grove, IL 60515 
800-332-9000 • Fax:  630-543-7797 • www.spraywayinc.com

DESCRIPTION: A mist-type economy pallet adhesive ideal for textile screen printers.  The pressure-sensitive 
formula makes it repositionable without losing its tack for a number of screen passes be-
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Will not transfer to fabric.

USES: Ideal for t-shirt fabrics.  Bonds to cloth, paper, cardboard, acetate, foil, plastic film, cork, 
foam rubber and leather.

SPECS: Can Size: 20 Oz.

Net Weight: 13 Oz.

Shipping Weight: 13 lbs.

Packaged: 12 cans per case

UPC Number: 0 41911 00382 7

PHYSICAL Color: White 

CHARACTERISTICS: Fragrance: Solvent

Shelf Life: 1 Year +

REGULATORY: 

Recyclable Packaging: Yes

VOC Compliant CARB/OTC: Not CARB Compliant

CPSC Flame Extension: Required to be labeled 
as extremely flammable
per 16 CFR 1500.

DOT Shipping: Limited Quantity Exception

24 HOUR MEDICAL EMERGENCY: 1-866-836-8855

GIVES TEMPORARY HOLD TO:
Pressure sensitive•
Repositionable•
Will not transfer to fabric•

SW382 FAST TACK
Premium Mist Pallet Adhesive

SW382_112019

AFTER USE:  The adhesive spray contains high solids.  Some adhesive build-up will occur at the spray tip.  
When fresh, this is easily removed by wiping with a tissue.  Dried build-up can be cleaned with thinner or 
Sprayway C-60 Solvent Degreaser.  After spraying, turn can upside down and spray for two seconds.  This 
will keep the valve from plugging.


